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Leistungsdiagramm
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P/Mnorm = P/Mgem + P/MVerlust
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ROLLER über 125ccm
17.7 KW/6942 1/min  |  24.0 PS/6942 1/min  |  25.0 Nm/6571 1/min | vmax: 110.0 km/h   
k=1,025 (18°C/46%/985mbar)
SIP PX200 weiß D.N.performance Proto #1 k ref 130#  
D.N.performance/SIP Proto #1 k
HD 130
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ROLLER über 125ccm
16.8 KW/7489 1/min  |  22.9 PS/7489 1/min  |  23.7 Nm/6027 1/min | vmax: 103.3 km/h   
k=1,018 (18°C/43%/992mbar)
SIP PX200 weiß ref hd130 SS #  
SS newline
Vergaser ohne LF
HD130
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ROLLER über 125ccm
16.7 KW/7885 1/min  |  22.8 PS/7885 1/min  |  23.0 Nm/6577 1/min | vmax: 107.5 km/h   
k=1,017 (17°C/44%/991mbar)
SIP PX200 weiß ref 130 SIP performance 200#  
Sip Performance PX200 (VA Flansch zyl.)
Vergaser ohne LF
HD130
  

24.0 PS / 6942 min-1 

25.0 Nm / 6571 min-1

facebook.com/scootershop
youtube.com/scootershop

www.sip-scootershop.com

SIP Performance 2.0 vs. S & S Newline vs. SIP Perf. alt vs. DSE

VESPA PX200 mit MALOSSI 210ccm, 
DELLORTO SI24
k=1,025 (18°C/46%/985mbar)
17.7 KW/6942 1/min | 24.0 PS/6942 1/min 
25.0 Nm/6571 1/min | vmax: 110.0 km/h

SIP Performance 2.0

DSE Performance

S & S Newline

SIP Performance alt


